
CHELSEA GREY
L I M E S T O N E  C O L L E C T I O N



Modern Liner Honed
3/4” x 12” 

Modern Chair Rail Honed
2” x 12” 

2” Hexagon Honed
11-1/2” x 11-3/4”

1” x 6” Stacked Honed
12” x 12”

LIMESTONE is the result of millions of years accumulation of shells and skeletons of marine animals on the ocean floor. 
The calcium in the bones and shells combines with carbon dioxide in the water to form calcium carbonate, which is the 
basic mineral structure of the stone.

CHELSEA GREY is a durable dense stone you can use for any application. Its sophisticated Gray Taupe color makes a 
perfect choice for a modern industrial design. With the rising trend of natural and eco-style elements, there is plenty of 
attention to earth colors.

APPLICATIONS

RESIDENTIAL, COMMERCIAL
Floors/Walls, Interior/Exterior, Wet Area (When Properly sealed), (No Steam Shower), (No pools).

*Trims not suitable for floor application.

SPECIFICATIONS

APPLICATIONS & SPECIFICATIONS

Honed Tiles Available Sizes

18” x 36”

24” x 24”

18” x 18”

12” x 24”

6” x 12”4” x 12”

ITEM NAME FORMAT PART NUMBER MATERIAL FINISH ORIGIN DIMENSIONS THICKNESS UOM

4X12 TILE LIMCHEGRY0412H LIMESTONE HONED GREECE 4" X 12" 3/8" SF

6X12 TILE LIMCHEGRY0612H LIMESTONE HONED GREECE 6" X 12" 3/8" SF

12X24 TILE LIMCHEGRY1224H LIMESTONE HONED GREECE 12" X 24" 3/8" SF

18X18 TILE LIMCHEGRY1818H LIMESTONE HONED GREECE 18" X 18" 3/8" SF

24X24 TILE LIMCHEGRY2424H LIMESTONE HONED GREECE 24" X 24" 3/8" SF

18X36 TILE LIMCHEGRY1836H LIMESTONE HONED GREECE 18" X 36" 5/8" SF

2” HEXAGON MOSAIC LIMCHEGRYHEX2H LIMESTONE HONED GREECE 11-1/2" X 11-3/4" (0.94 SF) 3/8" PC

1”X6” STACKED MOSAIC LIMCHEGRYST16H LIMESTONE HONED GREECE 12"X12" (1.00 SF) 3/8" PC

MODERN CHAIR RAIL TRIM LIMCHEGRYMDCHH LIMESTONE HONED GREECE 2"X12" (1 LNFT) 7/8" PC

MODERN LINER TRIM LIMCHEGRYMDLNH LIMESTONE HONED GREECE 3/4"X12" (1 LNFT) 3/4" PC

2CM SLAB SLAB LIMCHEGRYSLAB2CMH LIMESTONE HONED GREECE SLAB 2CM SF

CHARACTERISTICS DECLARED VALUE TEST METHOD

REACTION TO FIRE CLASS A1 WITHOUT TEST (SEE DECISION 96/603/EC)

BULK DENSITY OPEN POROSITY 2607,7 Kg/m3-1,1% EN 1936

WATER ABSORPTION 0,43% EN 13755

FLEXURAL STRENGTH

LOWER EXPECTED VALUE: 19,97 N/mm2

EN 12372MEAN VALUE: 25,64 N/mm2

STANDARD DEVIATION: 3,9 N/mm2

UNIAXIAL COMPRESSIVE STRENGTH 93,9 N/mm2 EN 1926

ABRASION RESISTANCE 20,2 mm EN 14157

MICROHARDNESS TEST 238,95 HV EN 14205
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